
Shortliner System

Cut the fiberglass material:

3,5 x the length of inside diameter of pipe

3 x the length of surface you want to repair
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The width of fiberglass = 3,5 x Ø

Length of fiberglass = 3 x the length of repair

Divide the length of Fiberglass on 3 parts
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Prepaire Packer

Grease packer with separation grease

Wrap the Packer 3-times with Stretch foil or with the construction
foil.
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Mix component B and A in the ratio 2:1 (in Liter)

The consumption of resin is = 1,6 l/m² of fiberglass

Specific weight of B Resin 1,24 kg/L

Specific weight of A Hardener 1,55 kg/L

Specific weight of A + B 1,35 kg/L
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Mix the component A and B

Do not exceed 10 l of mixture
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Impregnate the upper side of fiberglass

Fold fiberglass and impregnate
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Fold the fiberglass for the second time
and Impregnate

Turn around fiberglass and impregnate
the rest of the fiberglass.

Now the whole fiberglass surface is
impregnated.
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Wrap/turn the impregnated fiberglass on the
prepaired packer.

Secure the wrapped fiberglass with wire.

Do not tighten the wire!
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With push rod drive the prepaired packer and impregnated
fiberglass into the pipe.

Set the middle of the packer (contact area) to the point in the
pipe you want to repair.
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When everything is prepaired and positioned correctly, inflate the
packer.

Compression force will press the impregnated fiberglass on the
damaged point.

After curing time, deflate the packer and pull it out.
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Fibreglass preparation
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Calculation for the material and quantity of resin
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Recommended thickness of Shortliner
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Length of a Shortliner
Long-Packer: max. repairlength in mm (= length of patch)

Pipe Diameter:
Longpacker Packer

diameter length 100
mm

150
mm

200
mm

250
mm

300
mm

350
mm

400
mm

450
mm

500
mm

550
mm

600
mm

650
mm

700
mm

750
mm

800
mm

(mm) (Meter)
1,50
2,00
2,50
3,00
4,00
5,00
1,50
2,00
2,50
3,00
4,00
5,00
1,50
2,00
2,50
3,00
4,00
5,00
1,50
2,00
3,00
4,00
5,00
1,50
2,00
3,00
4,00
5,00
1,50
2,00
3,00
4,00
5,00
1,50
2,00
3,00
4,00
5,00

100 - 150
100 - 150
100 – 150
100 – 150
100 – 150
100 – 150
150 – 200
150 – 200
150 – 200
150 – 200
150 – 200
150 – 200
200 - 300
200 - 300
200 - 300
200 - 300
200 - 300
200 - 300
300 - 400
300 - 400
300 - 400
300 - 400
300 - 400
400 - 500
400 - 500
400 - 500
400 - 500
400 - 500
500 -600
500 -600
500 -600
500 -600
500 -600
600 - 800
600 - 800
600 - 800
600 - 800
600 - 800

1200
1700
2300
2800
3800
4700

1000
1620
2220
2720
3720
4620
1250
1750
2250
2750
3750
4750

1170
1670
2170
2670
3670
4670
1210
1710
2210
2710
3710
4710

1130
1630
2130
2630
3630
4630

1050
1550
2050
2550
3550
4550
1210
1710
2710
3710
4710

1130
1630
2630
3630
4630

1050
1550
2550
3550
4550
1190
1690
2690
3690
4690

1110
1610
2610
3610
4610

1030
1530
2530
3530
4530
1140
1640
2640
3640
4520

1060
1560
2560
3560
4440

990
1490
2490
3490
4360
1165
1560
2660
3665
4565

1085
1480
2580
3585
4480

1000
1400
2500
3500
4400

930 850
1330 1250
2430 2350
3430 3350
4330 4250
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